
MANHOLE JOINT ENCAPSULATION SYSTEM

Standard Detail SD-010-A

Municipal Authority Of The
Township Of South Fayette

900 Presto Sygan Road
Bridgeville, Pa 15017

Not to scale January 2022

SEAL SHALL WRAP TIGHTLY

AROUND MANHOLE BARREL

JOINTS. SEAL TO EXTEND

TO A MINIMUM OF 3"ABOVE

AND BELOW MANHOLE

JOINT.

CAST IRON FRAME AND

COVER

SEAL NOT REQUIRED AT

CASTING

RISERS AS REQUIRED

MANHOLE JOINT (TYP.)

SEAL SHALL WRAP TIGHTLY

AROUND RISERS. SEAL TO

EXTEND TO A MINIMUM OF

3"BELOW TOP OF CONE

SECTION AND SHALL BE

ONE PIECE.
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MECHANICAL MANHOLE SEAL

SHALL BE CRETEX WRAP

MANUFACTURED BY CRETEX

SPECIALTY PRODUCTS OR

APPROVED EQUAL

NOTES:

HEAT SHRINKABLE MANHOLE SEAL

SHALL BE "WRAPIDSEAL"  TM

MANUFACTURED BY CANUSA-CPS

OR APPROVED EQUAL
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